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General Laboratory Products

You can find our complete range on our website.

Support rods galvanised steel

Galvanised steel.  
External diameter 12 mm.  
With M10 thread.

Length PK Cat. No. Price Now

mm NOK NOK

500 
600 
750 
1000 
1500

1 
1 
1 
1 
1

9.224 105 
9.224 106 
9.224 107 
9.224 110 
9.224 115

150,00 
105,00 
131,00 
172,00 
212,00

105,00 
74,00 
92,00 

120,00 
148,00

-30%

Universal Clamp, Zinc die casting

With cork lined jaws, opening 0 to 80 mm. 
Rod diameter 10 mm.

Description PK Cat. No. Price Now

NOK NOK

powder-coated 
natural alloy 
nickel platet

1 
1 
1

6.070 007 
6.077 745 
7.079 496

182,00 
172,00 
247,00

118,00 
112,00 
161,00

-35%

LLG-Laboratory jack, stainless steel

Plates made of stainless steel.  
Top plate with Ø 10 mm hole.  
With non-skid rubber feet.  
Acc. to DIN 12897.

Width Depth Min.  
height

Max.  
height

Max.  
stat.

Max.  
dyn.

PK Cat. No. Price Now

mm mm mm mm kg kg NOK NOK

200 200 60 270 30 7 1 9.117 220 2.274,00 1.592,00

-30%

Bossheads

To DIN 12895. Zinc die casting, powder-coated.  
For vertical and horizontal clamping.

Jaw 
opening

Description PK Cat. No. Price Now

mm NOK NOK

16 
16 
20

Bosshead with steel screws 
Bosshead with brass screws 
Double cross bosshead with brass screws

1 
1 
1

9.224 251 
9.224 245 
9.224 257

106,00 
115,00 
146,00

69,00 
75,00 
95,00

-35%

9.224 251

9.224 257

Rectangular retort stand bases, 
enamel, coated steel plate

With an M10 threaded hole in the middle of 
one short side. Rubber support feet prevents 
the stand from sliding. Laboratory stands are 
supplied without support rod.

Width Depth Weight PK Cat. No. Price Now

mm mm g NOK NOK

130 
150 
200

210 
300 
315

1725 
2830 
4000

1 
1 
1

6.242 701 
4.008 486 
4.008 487

312,00 
391,00 
470,00

203,00 
254,00 
306,00

-35%

L A B W A R E
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Stirring

You can find our complete range on our website.

LLG-Magnetic stirrer RCT standard 2.0

The next generation of our top-selling IKA/LLG-Labware co-branded  
LLG-RCT Standard magnetic stirrer. New design, new features!  
Trusted and reliable quality! 
 
- Digital controlled speed and temperature 
- Clearly arranged LED display 
- Digital display of set safety temperature limit 
- Hot top indicator, hot surface warning to prevent burns 
- Adjustable safety circuit of heating plate temperature 
- Digital error code display 
- Connection for external PT1000 temperature probe 
- Aluminium hotplate for optimal heat transfer 
- Enhanced safety due to improved heat control technology 
- USB interface 
- Powerful motor 
- Improved magnetic coupling 
- Supplied with housing protection cover 
- Tested acc. to DIN EN IEC 61010-1 
 
Scope of supply: Magnetic stirrer, temperature probe PT1000,  
screwdriver, protective cover, C16 mains cable (H11)

Specifications

Max. stirring quantity (H2O): 20 l

Speed range: 50 ... 1500 rpm

Heating plate: Ø 135 mm

Temperature range: RT + device self-heating ... 310 °C

Heat output: 600 W

Safety temperature range: 50 ... 360 °C

Dimensions (W x D x H): 160 x 270 x 85 mm

Weight: 2.4 kg

Power supply: 220 ... 230/115/100 V, 50/60 Hz

IP code: IP 42

Type Plug type PK Cat. No. Price Now

NOK NOK

LLG-Magnetic stirrer RCT standard 2.0 
LLG-Magnetic stirrer RCT standard 2.0 
LLG-Magnetic stirrer RCT standard 2.0

EU 
CH 
UK

1 
1 
1

6.320 400 
6.320 401 
6.320 402

9.137,00 
9.137,00 
9.137,00

7.310,00 
7.310,00 
7.310,00

Digitally controlled speed  
and temperature 
Clear LED display 
Hot display

-20%

L A B W A R E
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General Laboratory Products

You can find our complete range on our website.

Tube Rack Rota-Rack®, PP

Autoclavable. Interlocked racks. Rotate each of the four modules 
independently. Use several sizes of test tubes, culture tubes,  
centrifuge tubes or microcentrifuge tubes at the same time.  
 
Each module of the Rota-Rack® for large tubes holds  
2 x 50 ml tubes, 8 x 15 ml tubes,  
6 x 20 mm tubes or 10 x 10/13 mm tubes.  
 
Each module of the Rota-Rack® for microtubes holds  
6 x 15 ml tubes, 9 x 1.5/2.0 ml tubes,  
12 x 0.5 ml tubes or 32 x 0.2 ml PCR tubes  
or 4 x 8-tube strips.

Description PK Cat. No. Price Now

NOK NOK

Rota-Rack®for large tubes 
Rota-Rack®for micro tubes

1 
1

9.193 988 
9.193 989

557,00 
557,00

362,00 
362,00

-35%

LLG-Forceps assortment, 4-parts, 
chromium-nickel steel

LLG-Forceps assortment, 4-parts,  
chromium-nickel steel (1.4301)  
in synthetic leather bag including: 
- 1 Sharp forceps, curved, 115 mm 
- 1 Blunt forceps, 115 mm 
- 1 Forceps with guide pin straight, 130 mm 
- 1 Coverglas forceps, 115 mm 
- 1 Synthetic leather bag,  

6 subjects 100 x 175 mm

Description PK Cat. No. Price Now

NOK NOK

LLG-Forceps assortment, 4-parts 1 9.160 394 257,00 193,00

-25%

Storage case for culture tubes, PS

For the protective storage  
and transportation of  
culture tubes.

For PK Cat. No. Price Now

NOK NOK

50 jars, 35x12 mm 1 9.010 609 73,00 29,00

-60%

Trays and bowls, PS

Suitable for foodstuffs and 
general laboratory use. 
High impact polystyrene.

External  
dimensions 
(W x D x H)

Internal 
dimensions 
(W x D x H)

PK Cat. No. Price Now

mm mm NOK NOK

303 x 151 x 42 
353 x 253 x 41 
352 x 252 x 81 
408 x 300 x 21 
408 x 299 x 81

260 x 110 x 30 
310 x 210 x 30 
290 x 190 x 70 
380 x 270 x 10 
340 x 240 x 70

1 
1 
1 
1 
1

6.225 054 
6.225 055 
6.227 810 
6.205 063 
6.227 811

101,00 
128,00 
181,00 
171,00 
186,00

56,00 
70,00 

100,00 
94,00 

102,00

-45%

Universal scissors, stainless steel, 
Plastic handle

Form Length PK Cat. No. Price Now

mm NOK NOK

Straight 
Straight 
Curved

130 
160 
200

1 
1 
1

4.008 515 
4.008 516 
4.008 517

58,00 
43,00 
64,00

35,00 
26,00 
38,00

-40%

4.008 515 4.008 516

LLG-Draining rack, PE-coated wire

Wall or bench mounting for  
50 reagent bottles and 5 flasks 
With drip channel and plastic  
covered feet. 
Dimensions (L x W x H):  
360 x 130 x 650 mm.

Description PK Cat. No. Price Now

NOK NOK

LLG-Draining rack 1 6.281 619 580,00 406,00

-30%

L A B W A R E
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Chromatography

You can find our complete range on our website.

b.safe-Caps Starter Boxes,  
GL 45, PPS

Initial equipment for HPLC with b.safe-Caps for bottles with thread  
GL 45. Furthermore fittings for easy connection of capillary tubing,  
blind fittings for closing unused connections and air valves for a  
trouble-free withdrawal of solvents are included.  
For up to 4 storage bottles. 
 
Scope of supply: 
Starter Box 1: 
- 3 x b.safe-Cap GL 45 with 2 connections UNF ¼" 28G 
- 1 x b.safe-Cap GL 45 with 3 connections UNF ¼" 28G 
- 4 x Air valve with service life indicator 
- 5 x Fittings yellow for tubing O.D. 3.2 mm 
- 1 x Blind fitting 
 
Starter Box 2: 
- 4 x b.safe-Cap GL 45 with 3 connections UNF ¼" 28G 
- 4 x Air valve with service life indicator 
- 8 x Fittings yellow for tubing O.D. 3.2 mm 
- 4 x Blind fittings

Type PK Cat. No. Price Now

NOK NOK

Starter Box 1 
Starter Box 2

1 
1

6.313 845 
6.313 846

3.622,00 
3.899,00

2.354,00 
2.534,00

-35%

6.313 846

NMR tubes, diameter 5 mm 
borosilicate glass 3.3, standard

The NMR tubes are produced with high precision. They are 
suitable for routine measurements, high-throughput 
measurements or NMR systems with autosampler at 
measurement frequencies up to 600 MHz. The tubes are 
manufactured from borosilicate glass 3.3 which is conform to 
USP Type I and ASTM E438, Type I, Class A.  
Please order closing caps separately.

Outer 
diam.

Int. 
diam.

Length Wall 
thickness

PK Cat. No. Price Now

mm mm mm mm NOK NOK

4.95 ± 0.05 
4.95 ± 0.05

4.19 ± 0.05 
4.19 ± 0.05

178 
203

0.38 
0.38

100 
100

9.400 310 
9.400 311

2.043,00 
2.175,00

1.226,00 
1.305,00

-40%

Closing caps for 5 mm NMR and  
EPR tubes

The caps are made of resistant plastic 
and are manufactured to fit 5 mm 
NMR tubes as well as  
corresponding EPR tubes.

Colour PK Cat. No. Price Now

NOK NOK

red 
green 
yellow

100 
100 
100

9.400 312 
9.400 313 
9.400 314

130,00 
130,00 
130,00

72,00 
72,00 
72,00

-45%

NMR Tube Rack, PP

Polypropylene rack with carrying 
handles features an upper deck with 
holes and a lower deck support for 
tube ends. Stackable.  
For 72 (6 x 12) tubes with  
3 or 5 mm diameter.  
Autoclavable.

Type Dimensions 
(W x D x H)

PK Cat. No. Price Now

mm NOK NOK

NMR Tube Rack 210 x 110 x 220 1 9.301 065 665,00 432,00

-35%

Exhaust filters V3.0, GL 14

The exhaust air filters are equipped with three 
different activated carbon layers, which bind 
acids and alkalis and adsorb organic solvent 
vapours. Depending on the required capacity, 
filter with different service lifes are available. 
 
- Filter media with a very high performance 

spectrum for acids and alkalis 
- Optimised for binding buffer solutions and 

solvent vapours 
- With splash guard 
- With change indicator 
- 1500 m²/g adsorption surface area

Filter  
size

Life  
time

PK Cat. No. Price Now

NOK NOK

S 
M 
L

3 months 
6 months 
12 months

4 
2 
1

4.681 461 
4.681 458 
4.681 462

3.235,00 
2.580,00 
1.960,00

1.779,00 
1.419,00 
1.078,00

-45%
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Filtration

You can find our complete range on our website.

LLG Syringe Filters SPHEROS

Hydrophilic membrane for filtration of aqueous and 
organic/aqueous liquids with medium polarity. Very good 
chemical resistance to esters, alkaline solutions and alcohols. 
With female Luer-Lock inlet and male Luer-Slip outlet.

Filter diam. Pore 
size

Housing Sterile PK Cat. No. Price Now

mm µm NOK NOK

13 
13 
25 
25

0.22 
0.45 
0.22 
0.45

PP, pink 
PP, pink 
PP, pink 
PP, pink

- 
- 
- 
-

100 
100 
500 
500

6.272 810 
6.272 811 
4.668 147 
4.668 148

353,00 
353,00 

2.590,00 
2.590,00

247,00 
247,00 

1.813,00 
1.813,00

-30%

Nylon PES

PES

Hydrophilic membrane for aqueous and polar organic solutions 
with low protein binding capacity. Especially suitable for sterile 
filtration of solutions and media in cell culture as well as for 
ion chromatography and organic acids. With female Luer-Lock 
inlet and male Luer-Slip outlet. Sterile filters individually 
packed in a hard blister package.

Filter diam. Pore 
size

Housing Sterile PK Cat. No. Price Now

mm µm NOK NOK

25 
25 
25 
25

0.22 
0.45 
0.22 
0.45

PP, green 
PP, green 
PP, green 
PP, green

- 
- 
+ 
+

50 
50 
45 
45

6.272 640 
6.272 641 
6.272 642 
6.272 643

337,00 
337,00 
342,00 
342,00

236,00 
236,00 
239,00 
222,00

-30%

Syringe filter Minisart® NML, SFAC

Housing MBS. SFCA/CA (Surfactant-free Cellulose Acetate) 
membrane. With hydrophilic cellulose acetate membrane 
for minimum adsorption. Ready-to-use.  
For Luer connection.

Filter diam. Pore 
size

Description Colour Sterile PK Cat. No. Price Now

mm µm NOK NOK

28 
28 
28 
28 
28 
28 
28 
28 
28 
28 
28 
28

0.20 
0.20 
0.20 
0.45 
0.45 
0.45 
0.45 
0.80 
0.80 
1.20 
1.20 
5.00

Male Luer Lock* 
Male Luer Lock* 
Male Luer Slip* 
Male Luer Lock* 
Male Luer Lock* 
Male Luer Slip* 
Male Luer Slip* 
Male Luer Lock 
Male Luer Lock 
Male Luer Lock 
Male Luer Lock 
Male Luer Lock*

Blue 
Blue 
Blue 
Yellow 
Yellow 
Yellow 
Yellow 
Green 
Green 
Red 
Red 
Brown

+ 
- 
+ 
+ 
- 
+ 
- 
+ 
- 
+ 
- 
+

50 
500 
50 
50 

500 
50 

500 
50 

500 
50 

500 
50

6.250 269 
9.049 107 
9.604 009 
6.900 911 
9.049 108 
9.604 011 
7.017 213 
9.049 103 
9.049 109 
9.049 104 
9.049 122 
9.049 105

883,00 
7.083,00 

883,00 
883,00 

7.083,00 
883,00 

7.083,00 
1.417,00 
8.817,00 
1.347,00 
8.128,00 
1.440,00

574,00 
4.604,00 

574,00 
574,00 

4.604,00 
574,00 

4.604,00 
921,00 

5.731,00 
876,00 

5.283,00 
936,00

* CE-marked 
x = sterilization by gamma irradiation

-35%

6.250 269 6.900 911

9.049 103 9.049 105

Syringe filter Minisart® RC

Housing PP. Regenerated cellulose (RC). 
Ready-to-use units with a hydrophilic, 
solvent-resistant membrane made of 
regenerated cellulose, making sample 
preparation quick and easy. Suitable for 
aqueous/organic solutions.  
Male Luer Slip.

Filter diam. Pore 
size

Colour Sterile PK Cat. No. Price Now

mm µm NOK NOK

25 
 
25 
 
25 
 
25 
 
25 
 
15 
 
15 
 
15 
 
4 
4

0.20 
 
0.20 
 
0.20 
 
0.45 
 
0.45 
 
0.20 
 
0.20 
 
0.45 
 
0.20 
0.45

White, 
Printed 
White, 
Printed 
White, 
Printed 
White, 
Printed 
White, 
Printed 
White, 
Printed 
White, 
Printed 
White, 
Printed 
Blue Tray 
Yellow Tray

+ 
 
- 
 
- 
 
- 
 
- 
 

+ 
 
- 
 
- 
 
- 
-

50 
 

50 
 

500 
 

50 
 

500 
 

50 
 

500 
 

50 
 

50 
50

7.076 270 
 
9.049 094 
 
9.049 095 
 
9.049 097 
 
9.049 098 
 
7.075 954 
 
9.049 088 
 
9.049 091 
 
9.049 081 
9.049 084

1.472,00 
 

999,00 
 

8.708,00 
 

999,00 
 

8.708,00 
 

1.338,00 
 

7.083,00 
 

1.227,00 
 

744,00 
744,00

957,00 
 

649,00 
 

5.660,00 
 

649,00 
 

5.660,00 
 

870,00 
 

4.604,00 
 

798,00 
 

484,00 
484,00

-35%

Syringe filter Minisart® SRP, PTFE

Housing PP. With a chemical-resistant, hydrophobic PTFE 
membrane for high purification of solvents or aggressive 
liquids in HPLC or GC analysis. Low adsorption.  
Male Luer Slip.

Filter diam. Pore 
size

Colour Sterile PK Cat. No. Price Now

mm µm NOK NOK

25 
 
25 
 
25 
 
15

0.20 
 

0.20 
 

0.45 
 

0.20

White, 
Printed 
White, 
Printed 
White, 
Printed 
White, 
Printed

+ 
 
- 
 
- 
 

+

50 
 

50 
 

50 
 

50

7.076 124 
 
9.049 115 
 
9.049 116 
 
7.080 155

2.007,00 
 

1.626,00 
 

1.580,00 
 

1.605,00

1.305,00 
 

1.057,00 
 

1.027,00 
 

1.043,00

-35%

L A B W A R E

®
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Filtration

You can find our complete range on our website.

LLG-Glass microfibre filters, filter circles

Diam. Filtration 
time

Pore 
size

Weight Thickness PK Cat. No. Price Now

mm secs. µm g / m² mm NOK NOK

47 
55 
90 
110 
47 
55 
70 
90 
110 
47 
55 
70

60 
60 
60 
60 

100 
100 
100 
100 
100 
310 
310 
310

1.6 
1.6 
1.6 
1.6 
1.2 
1.2 
1.2 
1.2 
1.2 
0.7 
0.7 
0.7

52 
52 
52 
52 
52 
52 
52 
52 
52 
75 
75 
75

0.26 
0.26 
0.26 
0.26 
0.26 
0.26 
0.26 
0.26 
0.26 
0.45 
0.45 
0.45

100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100 
100

9.045 861 
6.242 633 
6.252 072 
7.970 339 
6.243 711 
6.251 383 
9.045 866 
9.045 867 
9.045 868 
7.970 106 
7.970 742 
6.253 553

197,00 
222,00 
374,00 
473,00 
220,00 
298,00 
302,00 
431,00 
644,00 
338,00 
469,00 
651,00

138,00 
155,00 
262,00 
331,00 
154,00 
209,00 
211,00 
302,00 
451,00 
237,00 
328,00 
456,00

Filtration velocity according to Herzberg

-30%

LLG-Qualitative filter paper, circles

Made from 100 % cellulose. 
Ash content 0.06 %. 
Filtration speed according to DIN 53137. 
Capacity of separation according to DIN 53135. 
 
Medium fast, pore size 5 to 8 µm or 5 to 13 µm 
For fast filtration with fine particles

Diam. Filtration 
time

Pore 
size

PK Cat. No. Price Now

mm secs. µm NOK NOK

47 
55 
70 
90 
125 
150 
185 
240

88 
88 
88 
88 
88 
88 
88 
88

5 - 13 
5 - 13 
5 - 13 
5 - 13 
5 - 13 
5 - 13 
5 - 13 
5 - 13

100 
100 
100 
100 
100 
100 
100 
100

9.045 801 
9.045 802 
9.045 803 
9.045 804 
9.045 806 
9.045 807 
9.045 808 
9.045 809

40,00 
43,00 
45,00 
51,00 
60,00 
75,00 
93,00 

128,00

28,00 
30,00 
32,00 
36,00 
42,00 
53,00 
65,00 
90,00

-30%

Very fast, pore size 12 to 15 µm. 
For coarse and voluminous precipitates like hydroxides  
and sulphides

Diam. Filtration 
time

PK Cat. No. Price Now

mm secs. NOK NOK

90 
110 
125 
150 
185

10 
10 
10 
10 
10

100 
100 
100 
100 
100

9.045 830 
9.045 831 
9.045 832 
9.045 833 
9.045 834

111,00 
97,00 

125,00 
122,00 
155,00

78,00 
68,00 
88,00 
85,00 

109,00

-30%

L A B W A R E

®
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Heating

You can find our complete range on our website.

LabHEAT®-Heating mantles  
series KM-G

LabHEAT®-Heating mantles for flasks, 
round bottom. Flexible glass yarn 
heating element, outer jacket in glass 
silk, with diam. 60mm bottom out-let 
from 500ml, max. heating element 
temperature 450 °C, 1.5 m power 
supply (earthed) cable with heating-
zone switch and RCD  
(residual current detection),  
nominal voltage 230 V AC.

Capacity Flask diam. Rating Heating 
zones

PK Cat. No. Price Now

ml mm W NOK NOK

50 
100 
250 
500 
1000 
2000

51 
64 
85 

105 
131 
166

75 
120 
180 
250 
450 
600

1 
1 
2 
2 
2 
2

1 
1 
1 
1 
1 
1

9.642 402 
9.642 403 
9.642 404 
9.642 405 
9.642 406 
9.642 407

3.894,00 
3.922,00 
3.963,00 
4.086,00 
4.580,00 
5.403,00

2.531,00 
2.549,00 
2.576,00 
2.656,00 
2.977,00 
3.512,00

-35%

Universal drying oven  
LLG-uniOVEN 42

Microprocessor controlled universal drying oven with forced 
convection including two shelves. Each shelf of the uniOVEN 42 has  
a load capacity of 20 kg, The total load capacity of each unit is 50 kg. 
The maximum number of shelves is 7 for uniOVEN 42 with a distance  
of 40 mm between shelves. 
 
- Quick and intuitive operation 
- Microprocessor control with integrated auto-diagnostic system 
- Forced convection with fan 
- Digital display for time and temperature 
- Timer: 1 minute to 99.9 h and continuous 
- Delayed start timer: 1 minute to 99.9 h 
- Outlet for vapour exhaustion 
- Acoustical and visible information for end of program 
- Acoustical and optical alarm at temperature differences 
- Interior made of stainless steel 
- Adjustable over temperature protection at 300 °C 
 
Scope of supply: Drying oven LLG-uniOVEN incl. 2 shelves

Specifications

Internal volume: 42 l

Temperature range: 50 ... 250 °C

Temperature accuracy: ±1 °C (at 70 °C)

Temperature uniformity: ±2 °C (at 70 °C)

Permissible ambient temperature: 5 ... 40 °C

Permissible relative moisture: 80 %, not condensing

Dimensions (W x D x H): 420 x 280 x 360 mm

Weight: 39 kg

Power supply: 230 V, 50/60 Hz

Type Plug type PK Cat. No. Price Now

NOK NOK

LLG-uniOVEN 42 
LLG-uniOVEN 42

EU 
UK

1 
1

6.263 670 
6.263 673

13.564,00 
13.614,00

12.208,00 
12.253,00

Forced air circulation

-10%

Multiple hotplate systems behrotest®

Multiple hotplate systems, 360 W, with individually  
adjustable heating controls and indidicator lights.  
Maximum surface temperature 400 °C.

Type Description Dimensions 
(W x D x H)

PK Cat. No. Price Now

mm NOK NOK

HB 4 
 
 
HB 6 
 
 
HB 8 
 
 
HBS 4 
 
HBS 6 
 
HBS 8

4 hotplates with metal 
protective grills, 
94 mm diam. 
6 hotplates with metal 
protective grills, 
94 mm diam. 
8 hotplates with metal 
protective grills, 
94 mm diam. 
Holder for HB 4 incl. 4 
support rods 
Holder for HB 6 incl. 6 
support rods 
Holder for HB 8 incl. 8 
support rods

530 x 320 x 150/760* 
 
 
760 x 320 x 150/760* 
 
 
900 x 320 x 150/760*

1 
 
 

1 
 
 

1 
 
 

1 
 

1 
 

1

9.645 590 
 
 
9.645 591 
 
 
9.645 594 
 
 
9.645 592 
 
9.645 593 
 
9.645 595

12.543,00 
 
 

17.326,00 
 
 

20.789,00 
 
 

3.551,00 
 

4.649,00 
 

6.428,00

10.034,00 
 
 

13.861,00 
 
 

16.631,00 
 
 

2.841,00 
 

3.719,00 
 

5.142,00

*with support rod

Individually adjustable heating points 
For food analysis, environmental  
analysis, pharmaceutical industry

-20%
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Temperature Control

You can find our complete range on our website.

Refrigerated/heated circulators 
MAGIO MS

For precise, reliable temperature control of demanding external 
applications. 
 
- Infinitely adjustable, extremely powerful pressure and suction pump 
- Large, high-resolution TFT touch display with multilingual user 

interface 
- Medium-contacting parts made of stainless steel 
- External Pt100 connection 
- USB interface 
- RS232 interface 
- Ethernet interface 
- Classification III according to DIN 12876-1

Specifications

Temperature stability: ±0.01 °C

Flow rate: 16 ... 31 l/min

Pump pressure: 0.24 ... 0.92 bar

Suction pressure: 0.03 ... 0.4 bar

Heating capacity: 2000 W

Permissible ambient temperature: 5 ... 40 °C

Power supply: 230 V/50 ... 60 Hz

Type Filling 
volume

Bath 
opening

PK Cat. No. Price Now

L mm NOK NOK

MS-310F 
MS-310F* 
MS-600F 
MS-601F 
MS-900F 
MS-1000F

3 ... 4 
3 ... 4 
5 ... 7.5 
8 ... 10 
21 ... 30 
21 ... 30

130 x 150 
130 x 150 
220 x 150 
220 x 150 
260 x 350 
180 x 130

1 
1 
1 
1 
1 
1

9.858 405 
9.858 406 
4.678 305 
4.678 306 
4.678 307 
4.678 308

80.595,00 
80.595,00 
93.685,00 
97.313,00 

101.216,00 
117.093,00

72.536,00 
72.536,00 
84.317,00 
87.582,00 
91.094,00 

105.384,00

* With natural refrigerant

Easy control of complex applications 
Powerful pressure/suction pump

-10%

Digital water baths WBE Serie

The unstirred, general purpose water baths are available in 5 sizes:  
2, 5, 10, 20 and 28 liters. 
 
- Color TFT display with control panel 
- Calibration offset feature 
- Low liquid alarm 
- Over temperature alarm 
- 5 user programmable pre-sets (temperature and duration) 
- 5 languages (English, German, French, Spanish and Chinese) 
- Integrated independent timer 
- Safety thermostat 
- High-gabled, clear lids accommodate taller media bottles 
- Rear-mounted drain (10, 20 and 28 liters) 
 
Scope of supply: Digital water bath, incl. lid

Specifications

Temperature range: Ambient +5 °C ... 100 °C

Temperature uniformity: ±0.2 °C

Temperature stability: ±0.1 °C

Power supply: 240 V, 50 Hz

Type Capacity 
of the bath

Internal 
dimensions 
(W x D x H)

PK Cat. No. Price Now

litres mm NOK NOK

WBE02A12E 
WBE05A12E 
WBE10A12E 
WBE20A12E 
WBE28A12E

2 
5 

10 
20 
28

109 x 99 x 152 
274 x 127 x 152 
295 x 269 x 152 
432 x 241 x 152 
432 x 241 x 203

1 
1 
1 
1 
1

6.274 985 
6.274 986 
6.274 987 
6.274 988 
6.274 989

6.282,00 
7.643,00 
9.237,00 

11.163,00 
11.808,00

5.026,00 
6.497,00 
7.851,00 
9.489,00 

10.037,00

Displays actual and set point 
temperature simultaneously 
Programmable pre-sets for frequently 
used temperatures

-20%

LLG-Floating pellets, PP

Pellets with 20 mm diameter. Can cover 0.1 m². Protect 
against evaporation and rapid temperature loss. Decreases 
hazardous vapors. Resistant against most acids, bases, 
solvents and mineral oils.  
Temperature stable up to 100 °C.

Description PK Cat. No. Price Now

NOK NOK

LLG-Floating pellets 250 6.266 611 398,00 318,00

-20%
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Sampling

You can find our complete range on our website.

Scoops FoodScoop,  
Stainless steel V2A (1.4301)

Very stable hand scoop for various applications. Seamless connection of 
scoop and hollow handle, therefore without crevices and edges. 
 
- Smooth, highly polished surface 
- Especially sturdy model 
- With handy suspension eyelet 
- Food safe

Capacity Width 
Scoop

Length 
Scoop

Overall 
length

PK Cat. No. Price Now

ml mm mm mm NOK NOK

100 
200 
250 
350 
500

60 
75 
85 
100 
130

120 
140 
155 
180 
220

215 
230 
245 
290 
350

1 
1 
1 
1 
1

6.254 785 
6.252 363 
6.254 786 
6.242 476 
6.072 181

370,00 
504,00 
556,00 
625,00 
826,00

241,00 
328,00 
361,00 
406,00 
537,00

-35%

Detectable Disposable scoops  
for foodstuffs SteriPlast®, PS,  
blue, sterile

Ideal for powders, granulates and pastes. The shade of blue that is used 
does not occur in a natural form in foodstuffs. Because of this, the 
scoops or parts of them can be quickly found and easily identified in a 
visual check if they are ever mixed into production. The detectable 
scoops have a special additive in the material that makes them visible 
to metal detectors or X rays. They can therefore be rejected with 
standard systems for checking for foreign objects, even though they  
are made of plastic. 
 
- Individually packed, gamma-sterilized 
- Production, assembly and packaging according to  

clean room class 7 (10000) 
- According to EU food and FDA guideline

Capacity Overall 
length

PK Cat. No. Price Now

ml mm NOK NOK

25 
50 
100 
150 
250 
500 
1000

141 
160 
205 
216 
232 
280 
332

10 
10 
10 
10 
10 
10 
10

6.284 552 
6.284 553 
6.284 554 
6.284 555 
6.284 556 
6.284 557 
6.284 558

262,00 
271,00 
281,00 
287,00 
348,00 
619,00 
953,00

170,00 
176,00 
183,00 
187,00 
226,00 
402,00 
619,00

-35%

Sample spatula, v-shaped,  
PS, sterile

With stable tip for taking sterile specimens and for piercing paper bags 
or similar packaging. 
 
- Individually sealed and sterilised in a polyethylene bag. 
- Food safe 
- Production batch traceable 
- With certificate of sterilisation

Capacity Length Colour PK Cat. No. Price Now

ml mm NOK NOK

15 229 white 100 6.201 657 2.100,00 1.260,00

-40%

Sample bags SteriBag, PE, sterile

- Transparent 
- Sterile, RNase, DNase and pyrogen-free 
- Leakproof 
 
Type A: Without write-on panel 
Type B: With write-on panel.

Nominal  
capacity

Width Length Description PK Cat. No. Price Now

ml mm mm NOK NOK

60 
60 
150 
150 
450 
450 
650 
650 
800 
800 
1650 
1650

76 
76 
76 
76 

114 
114 
140 
140 
114 
114 
178 
178

127 
127 
178 
178 
229 
229 
229 
229 
305 
305 
305 
305

A 
B 
A 
B 
A 
B 
A 
B 
A 
B 
A 
B

500 
500 
500 
500 
500 
500 
500 
500 
500 
500 
250 
250

9.404 114 
9.404 119 
9.404 115 
9.404 120 
9.404 116 
9.404 121 
9.404 117 
9.404 122 
9.404 118 
9.404 123 
6.223 094 
6.223 093

2.025,00 
2.200,00 
2.090,00 
2.266,00 
2.460,00 
2.612,00 
2.744,00 
3.135,00 
2.853,00 
3.026,00 
2.178,00 
2.460,00

1.316,00 
1.430,00 
1.359,00 
1.473,00 
1.599,00 
1.698,00 
1.784,00 
2.038,00 
1.854,00 
1.967,00 
1.416,00 
1.599,00

-35%














































